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General Description: 
Power Distribution panels from Wavecom have the benefit of being easily configured to meet 
your needs.  Using a new mounting system and MGE circuit breakers, the panel solves the 
problem of removing MCB’s from DIN rail while benefiting from the use of standard MGE Comb 
Busbars. 
 
Configurations include….. 

 18 MCB’s on a single Feed 

 2 x 9 MCB’s on A & B Feed 

 2 x 10 MCB’s on A & B Feed 

 2 x 6 MCB’s with MCB aux. contact on A & B Feed 
   
 

 
 
 
 
Note:  MCB’s and Blanks are sold separately. Please tell us your requirements and we can 
preload the PDU.  
 

Ordering Information 
Part Number Description Availability 

PDPDF993RU DC Distribution Panel Dual Feed up to 9 MCB’s per Feed Ex Stock 

PDPSF183RU AC/DC Distribution Panel Single Feed up to 18 MCB’s  Ex Stock 
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PDPDF10103RU DC Distribution Panel Dual Feed up to 9 MCB’s per Feed Ex Stock 

PDSDCNSPQA1631SA DC Distribution Panel Dual Feed up to 6 MCB’s per Feed 
plus an Auxiliary Contact per Feed 

2-3 Working 
Days 

 
 
 
 

Specifications 

Physical Dimension 19” mounting, 3RU height, 165mm deep 

Miniature Circuit Breakers  MGE C60 series. 1 – 32 amp. 6 & 10KA 

Current rating 100 amp per feed 

Feed Cable size 6mm2 – 25mm2 

Load Cable size Up to 16mm2 

 

 

 
 


